Moore's 1834 Detector for US $2.50 and $5 
Showing a Top View of its Balance Beam 
Elements. 


Moore's 1834 Detector Showing a Side View of 
its Balance Beam Elements. 


George Howard 1849 Detector Showing its $1 
and $2.50 Coin Holders on its One Swinging 
Arm which Partly Covers the Balance Beam 
and its Other Coin Holders. 


George Howard 1849 Detector Showing its One 
Swinging Arm Turned onto the Counterweight 
Side of the Fulcrum. The Overlapping $10 
and $20 Coin Holders on the Balance Beam 
Cause Diagonal Slot Guages to be Used. 


George Howard 1849 Detector Showing a Side 
View of its Balance Beam and its One Partly 
Raised Swinging Arm. 


Allender 1850 Detector with its Balance 
Beam Coin Holders on Each side of the 
Fulcrum. Its Separate Circular Weight is 
to be Placed in the $1 Coin Holder for 
Testing the $10 and $20 Coins. 


Meyers 1850 Detector Showing its Two Swinging 
Arms with their Coin Holders Partly Covering 
the Balance Beam Coin Holders. 


Meyers 1850 Detector Showing $1 and $2.50 Coin 
Holders on its top Swinging Arm Turned onto 
the Counterweight Side of the Fulcrum, Exposing 
the Other Swinging Arm with the $5 Coin Holder 
and Further Exposing the $10 and $20 Coin Holders 
on the Balance Beam. 


Meyers 1850 Detector Showing Both Swinging Arms 
turned onto the Counterweight Side of Fulcrum, 
Fully Exposing the $10 and $20 Coin Holders on 
the Balance Beam. 


Meyers 1850 Detector Showing a Side View of the 
Balance Beam with its Two Swinging Arms in Partly 
Raised Positions. 
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